NOTE:
R/W OR UTILITY EASEMENT LINE

1. THE TEE-WYE SHALL BE SET AT PROPER

DEPTH TO ACCOMMODATE THE PROPOSED OR ggf/TER'RgT“LMVFf\ELE)/E"S?%ER"

EXISTING HOUSE LATERAL. colL TRACE WIRE

2. IN ROADWAYS, SEWER LATERALS TO BE oorsar BOX FOR
EXTENDED TO PROPERTY LINE. LOCATION OF & & & 4
LATERAL TO BE NOTED WITH ”S” STAMPED ON I X /) | 6 BELOW GRADE
FACE OF CURB (WHERE APPLICABLE). PROVIDE ﬁJL) o
LATERALS FOR ALL VACANT LOTS. ON NEW CAST RON 10" —

SEWERS, PROVIDE CONNECTION FOR EACH BOTTOM FLANGE

CUSTOMER, EXISTING AND FUTURE. SHOW VALVE BOX TOP

LOCATIONS ON RECORD DRAWINGS. |

3. ALL 4" FITTINGS TO BE PUSH ON TYPE. NO

GLUED FITTINGS ALLOWED. /
2’ MIN.

4. THE LOCATION OF THE TEST PLUG SHALL BE  z' wiN. BENEATH PAVEMENT

AS FOLLOWS: 5

A: EXISTING SEWER CONNECTIONS: THE TEST
PLUG SHALL BE LOCATED NEAR THE
CONNECTION POINT.

B: NEW SEWER CONNECTIONS: THE TEST PLUG
SHALL BE LOCATED AT THE RIGHT—OF-WAY OR
EASEMENT LINE

5. LATERALS WITH LESS THAN MINIMUM COVER PLUG
SHALL BE DUCTILE IRON = JJ K

4” SDR 26 PVC
OR DIP CLASS 50

WATERTIGHT
MECHANICAL GRIPPER

OR EQUAL

COPPER COATED STEEL TRACER
WIRE FROM MAIN TO CLEANOUT

e
1% MIN. SLOPE

AN

IN TEST TEE.
SEE NOTE 4 FOR LOCATION

TEE-WYE (NEW SEWER) ®
OR SEWER SADDLE/INSERTA TEE (EXISTING SEWER)
REFER TO DETAIL S3

/— R/W OR UTILITY EASEMENT LINE
FIN. GRADE

CLEAN OUT

::J—SEE NOTE 4B

VARIES

MIN. 3’

MIN. 1% SLOPE

MAIN SEE NOTE 4A FUTURE LATERAL

L MIN. 4” TEE-WYE OR
A DOUBLE SWEEP CLEANOUT WYE
WITH GASKETED JOINTS
FULL SIZE INFLATABLE TEST PLUG

J
Y
4’8 MIN. SDR 26 PVC \_4” \IN. SCHD. 40 PVC TEST TEE WITH
OR DIP CLASS 50 PVC TO SDR 26 TRANSITION BUSHING

DOUBLE SWEEP PVC

SANITARY SERVICE LATERAL DETAIL

STANDARD A ciry or
CONSTRUCTION | SO YAV Z)WE
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